HEIGHT FOR DETERMINING —»
CALIPER ON TREES OVER 4" ¥

HEIGHT FOR DETERMINING 3 MULCH 3" MINIMUM
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INDIVIDUAL TREE PLANTING DETAILY 4\

NEVER CUT LEADER BRANCHES

THE CUT IS MADE AT AN ANGLE
SLOPING IN THE DIRECTION OF THE
LATERAL SHOOT.

NOTES:

ROWS OR GROUPS OF SHRUBS OR TREES, SHALL HAVE A
CONTINUOUS SAUCER ALONG THE PERIMETER OF

THE PLANTING. THE COST OF THE MULCH TO COVER

THE AREA SHALL BE FIGURED UNDER ITEM 719-02-00%00
AND NOT IN THE COST OF THE PLANTS.

MULCH REQUIRED IN INDIVIDUAL TREE AND
SHRUB PLANTINGS SHALL BE INCLUDED IN THE
COST OF THE PLANT.

BACKFILL SOIL (SECTION 719)
REQUIRED FOR INDIVIDUAL TREE AND
SHRUB PLANTINGS SHALL BE INCLUDED
IN THE COST OF THE PLANT.

STAKING SHALL BE INCLUDED IN THE
COST OF THE PLANT.

DETAILS SHOWN ON THIS SHEET ARE TYPICAL. MULTIPLE

SITUATIONS CAN OCCUR THAT MAY NOT BE SHOWN ON THIS SHEET.
PROFOSED VEGETATION SHALL BE LLOCATED ON PLANS ACCORDING
TO HORIZONTAL AND VERTICAL CLEARANCE DISTANCE FOUND IN

THE (ENGLISH DESIGN STANDARDS). SIGHT DISTANCES AND
VEGETATION MANAGEMENT TYPICAL SECTIONS ARE DESCRIBED
IN THE "POLICY FOR ROADSIDE VEGETATION MANAGEMENT".
THESE DOCUMENTS CAN BE ACCESSED AT WWW.DOTD.LA.GOV.

INDIVIDUAL SHRUB PLANTING DETAIL / 2 \

NTS LD-1

20 GAUGE STRANDED GALVANIZED WIRE
WITH RUBBER HOSE PROTECTING TRUNK

6' TEE POST (2 PER TREE) 3 PER TREE
ON, TREES 3" CAL. OR GREATER) SPACED
EQUALLY AROUND TREE (KEEP STAKES
INSIDE MULCH RING)

ALL STAKINGS MUST BE LOCATED WITHIN
* THE PLANTING SAUCER

CONTRACTOR SHALL REMOVE ALL STAKING
PRIOR TO THE FINAL INSPECTION AS
DIRECTED BY THE PROJECT ENGINEER.

TREE STAKING DETAIL /4

BACKFILL SOiL
(SECTION 719)

MUL.CH 3" MINIMUM

PREVIOUS GROWING LEVEL
PLACED AT FINISHED GRADE

EXISTING SLOPE BERM DOWNHILL SIDE ONLY

REPLACE SEEDING AND
EROSION CONTROL AS

DIRECTED BY P.E. ON DISTURBED
AREA, DOWNHILL. SIDE ONLY

SLOPE PLANTING DETAIL /6
NTS LD- |

MULCH 3" MINIMUM

BACKFILL SOIL (SECTION 719)
3" CONTINUOUS SAUCER

GRADE
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(Multi-trunk) TREE PLANTING DETAIL/ 3 \
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METAL STRAPPING

BURLAP WRAPPED AROUND TRUNK
A 2'X4" WooD

2"x4" SUPPORTS {3 PER TREE)

2"X4"X3' WOOD STAKES

PALM STAKING DETAIL/ 5
NTS

)

RETAIN NATURAL FORM OF
TREE WHEN PRUNING

BEFORE AFTER

TREE PRUNING DETAIL /77
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